





























Bore ID Toc Date SWL SWL
mAHD mbTOC mAHD
6.86 28/03/2006 4.19 2.67
ATA-1 6.86 17/07/2006 4.14 2.72
6.86 26/09/2006 3.91 2.95
6.86 19/12/2006 - -
9.55 28/03/2006 6.99 2.56
ATA-2 9.55 17/07/2006 6.97 2.58
9.55 26/09/2006 6.81 2.74
9.55 19/12/2006 dry -
7.91 13/03/2006 4.73 3.18
ATA-3 7.91 17/07/2006 4.42 3.49
7.91 26/09/2006 4.20 3.71
7.91 19/12/2006 4.46 3.45
3.08 13/03/2006 1.15 1.94
ATA- 3.08 17/07/2006 0.95 2.14
3.08 26/09/2006 0.90 2.18
3.08 19/12/2006 1.11 1.97
2.1 13/03/2006 1.70 0.40
ATAS 2.1 17/07/2006 1.59 0.51
2.1 26/09/2006 1.24 0.86
2.1 19/12/2006 - -
0.53 13/03/2006 0.50 0.04
ATA6 0.53 17/07/2006 0.15 0.38
0.53 26/09/2006 0.42 0.11
0.53 19/12/2006 0.53 0.00
1.21 13/03/2006 1.14 0.07
ATA-7 1.21 17/07/2006 0.95 0.26
1.21 26/09/2006 0.89 0.32
121 19/12/2006 131 -0.10
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Groundwater Monitoring Results

SWL (MAHD)

4.00

3.50 -

3.00 -

2.50 -

2.00 -

1.50 -

1.00 -

0.50 -

0.00 -

-0.50

P

—

=\

//\

I

Mar-06

Jun-06 Sep-06

AN

Dec-06

D

Date

——ATA-1

—— ATA-2
—— ATA-3

ATA-4
—*—ATA-5
—o— ATA-6

—— ATA-7




Appendix C
Bore Abstraction Licence

Drainage, Nutrient, Irrigation and Water Quality Management Plan
Cygnia Cove Estate, Waterford



Department of Water
Government of Western Australia

Our ref: RF2885
Enquiries: Jessica Chapman
Phone: 6250 8000

Trustee for the Christian Brothers in WA Incorporated
C/- Richard Noble & Company

PO Box 8210

SUBIACO EAST WA 6008

Attention: Alex Gregg — Managing Director

Dear Mr. Gregg,

Re: Application for a Licence to Take Water under Section 5C of the Rights
in Water and Irrigation Act 1914 & an Application for a 26D Licence to
Construct / Alter Well/s

Property Location: : Lot 83 On Plan 2461 - Volume/Folio 2048/181 - Lot 83
Manning Rd Waterford; Lot 829 On Diagram 88770 - Volume/Folio 2048/180 -
Lot 829 Manning Rd Waterford; Lot 9001 On Plan 44883 - Volume/Folio
2598/42 - Lot 9001 Waterford

The Department of Water acknowledges receipt of your application, dated 8
November 2007 for a Licence to Take Water and to construct a well for the above
locations.

The Department undertakes to grant you a Licence to allow you to take water from
one new non-artesian bore for the proposed irrigation of 1.95ha of Lawns and
Gardens (under Schedule 1 Clause 9 (2) of the above Act), subject to the following
information being provided to the Commission by 11 July 2008:

e All relevant approvals required under written law to carry out the activities to
which the licence relates.

Please be aware that the groundwater licence when issued will contain conditions
including, but not limited to, the following:

1. Water may not be taken for irrigation through sprinkler systems between 9 am and
6 pm after licence issue date except for watering newly planted areas for a period
of up to 28 days from planting or for testing the sprinkler system.

2. That the licensee shall have the irrigation project completed by the licence expiry
date. An inspection of the property will be undertaken at this time. Please be aware
that in accordance with the Statewide Policy No 11; Management of Unused
Licensed Water Entitlements, failure to complete the development within this

Swan Avon Region
7 Ellam Street Victoria Park Western Australia 6100
Telephone (08) 6250 8000 Facsimile (08) 6250 8050

www.water,wa.gov.au



licence period may result in allocations being amended to reflect actual
water usage at the time.

3. That the maximum annual draw from the approved groundwater source
shall not exceed 14,625kL

This letter of undertaking is valid until 11 July 2008. Before this date, you must
supply the information requested. Please keep the Department informed of any
problems that may prevent you from complying.

Please note that is an offence of the Rights in Water and Irrigation Act 1914 to
take water without a valid licence.

| must emphasise that the licence will be subject to regular review in accordance
with groundwater availability and our water allocation guidelines, as applicable
from time to time.

Your licence to construct a well is also enclosed.

Within one month of completing the wells, you are required to submit a Form L —
Particulars of Completed Borehole for each well drilled, to the Water and Rivers
Commission Office in Victoria Park .A penalty of $150 applies for failure to submit
this Form.

If the water from this well is being improperly used, is being wasted or is
having a harmful effect, the Commission may direct the closing of this well.
For further information, please read the enclosed pamphlet What are my
obligations as a licence holder?

It should be noted that although one of the objectives for water resources
management is to secure a reliable source of groundwater for all licensed users, it
cannot be assumed that any approved allocation will be maintained in perpetuity.

If you have any queries relating to the above matter, please contact Jessica
Chapman on 6250 8000.

Yours faithfully

Ik

Paul Gherghetta
Natural Resource Management Officer
Swan Avon Region

..\..\../...ﬁ‘.’(../. .@%.



File No: RF2885

Page 1 of 1
Department of Water Sl
Government of Western Australia Instrument No. CAW165404(1)

e

LICENCE TO CONSTRUCT OR ALTER WELL

Granted by the Department under section 26D of the Rights in Water and Iitigation Act 1914

Licensee(s)

Trustee for the Christian Brothers in WA Incorporated

Description of Water
Resource

Perth
Perth - Superficial

Location of Well(s)

Lot 9001 On Plan 44883 - Volume/Folio 2598/42 - Lot 9001 Waterford

Authorised Activities

Activity Location of Activity

Construct 1 non-artesian well(s). | Lot 9001 On Plan 44883 - Volume/Folio 2598/42 -
Lot 9001 Waterford

Duration of Licence

From 11 April 2008 to 11 October 2008

This Licence is subject to the following terms, conditions and restrictions:

1 The well must be constructed by a driller having a current class 1 water well drillers certificate issued by the Western
Australian branch of the Australian Drilling Industry Association or other certification approved by the Department of

Water as equivalent.

2 That the depth of the bore/s shall be limited to the superficial aquifer.

3 That should the bore/s be abandoned it/they shall be sealed off to the satisfaction of the Department of Water.

4 The licensee is required to provide to the Department of Water a completed ' Particulars of Completed Bore Hole Form '
on completion of the approved drilling programme,

End of terms, conditions and restrictions

This Licence is granted subject to the Rights in Water and Irrigation Regulations 2000.



Appendix D
Stormwater Drainage — Standard Details

Drainage, Nutrient, Irrigation and Water Quality Management Plan
Cygnia Cove Estate, Waterford
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Appendix E
Drainage System - Major

Drainage, Nutrient, Irrigation and Water Quality Management Plan
Cygnia Cove Estate, Waterford
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Appendix F
Detention Storage Areas

Drainage, Nutrient, Irrigation and Water Quality Management Plan
Cygnia Cove Estate, Waterford
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Appendix G
Proposed Plant Species for Vegetation of
the Detention Storage Area

Drainage, Nutrient, Irrigation and Water Quality Management Plan
Cygnia Cove Estate, Waterford



02132-01 — CYGNIA COVE
DETENTION BASIN — REED, SEDGE and TREE SPECIES

Rushes and Sedges

Baumea articulata

Baumea juncea

Baumea rubiginosa

Baumea vaginalis

Carex appressa

Carex fascicularis

Eleocharis acuta

Eleocharis spacelata

Isolepis nodosa

Juncus kraussii

Lepidosperma longitudinale

Leptocarpus diffusus

Meeboldina scariosa

Schoenoplectus validus

Herbs

Lobelia alata

Samolus repens

Tree

Banksia littoralis

Eucalyptus rudis

Melaleuca rhaphiophylla






